
 
● 特性  Feature                                       ● 降功率曲線   Derating Curve 
 
 
 
 
 
 
● 尺寸  Dimension 

 
 
 
 

 
 

 
 
 
 
 
 
 
 
● 規格参数 Specifications 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

● 電氣性能 Electrical performance 
Short-time overload ±(0.5% + 0.05Ω) Max.   

Insulation resistance ≥ 1,000 Mega Ohm 

Dielectric withstanding voltage 
No evidence of flashover, mechanical damage,  
arcing or insulation breakdown 

Load life ±(2.0% + 0.1Ω) Max.  
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Type Dimension (mm) 
Size Power rating 

(70℃) L K min D  

Max. 
Working 
Voltage 

Max.  
Overload 
Voltage 

Operating 
Temperature 

0204 1/4WS 3.5±0.2 0.5 1.40±0.15 200 V 400 V 

1/4W 5.9±0.2 0.5 2.2±0.20 250 V 500 V 

1/2WS 5.9±0.2 0.5 2.2±0.20 250 V 500 V 0207 

1WSS 5.9±0.2 0.5 2.2±0.20 350 V 700 V 

1/2W 8.5±0.2 0.5 3.2±0.20 350 V 700 V 

1WS 8.5±0.2 0.5 3.2±0.20 350 V 700 V 0309 

2WSS 8.5±0.2 0.5 3.2±0.20 350 V 700 V 

-55℃~+155℃ 

Type Packing quantity 

Size 
Power rating 

(70℃) 
Tolerance Resistance  Range 

TCR 
(ppm/℃) Reel 

±5% 10Ω~1MΩ ±200 

±2% 10Ω~1MΩ ±100 

±1% 10Ω~1MΩ ±50 

±0.5% 10Ω~1MΩ ±50 

±0.25% 51.1Ω~330KΩ ±25 

±0.1% 100Ω~100KΩ ±15 

0204 
1/8W 

1/4WS 

±0.1% 100Ω~20KΩ ±10 

3000pcs 

±5% 1Ω~1MΩ ±200 

±2% 2.2Ω~1MΩ ±100 

±1% 10Ω~1MΩ ±50 

±0.5% 10Ω~1MΩ ±50 

±0.25% 51.1Ω~330KΩ ±25 

±0.1% 100Ω~100KΩ ±15 

0207 

1/4W 

1/2WS 

1WSS 

±0.1% 100Ω~20KΩ ±10 

2000pcs 

±5% 1Ω~1MΩ ±200 

±2% 2.2Ω~1MΩ ±100 

±1% 10Ω~1MΩ ±50 

±0.5% 10Ω~1MΩ ±50 

±0.25% 51.1Ω~330KΩ ±25 

0309 

1/2W 

1WS 

2WSS 

±0.1% 100Ω~100KΩ ±15 

2500pcs 

•Facilitate the design and installation of cylindrical 

‧High weldability special electrode terminal 

‧Intensity higher than the chip resistor 

‧Lower than the noise thick film chip resistors  

MEMF---MELF     精密金屬皮膜無腳電阻 

1 Insulating resin 4 Side electrode 

2 Cutting lines 5 Conductive film 

3 ceramic base 6 Logo color code 

Primer：Blue     

Mark：Four Color Ring mark 


